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to fall ~ 2 /
~ INTERCEPTING TRAP TO COMPLY WITH MUNICIPAL REGULATIONS IN ALL RESPECTS.
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1:20 TRANSFORMER FACILITY
DRAIN DETAIL

plastered & waterproofed
vertical DPC
200mm reinforced conc. surface bed

laid to falls towards cast-insitu
concrete channel

250 micron damp proof membrane
face brick exterior

well compacted sand binding

230 x 700 conc. foundation

230 x 700 conc. foundation

ADJACENT RETAINING WALL

duraflex applied to
munufacturers specification.
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SECTION A
1:25 PETROL, OIL AND LUBRICANTS (P.O.L.) INTERCEPTOR TRAP.

_!| plaster to fall

duracure applied to

munufacturers specification.

1:20 VEHICLE WASHBAY BUND WALL
DETAIL

¢— face brick exterior

7 cove as shown (radius

+75mm)

VEHICLE WASHBAY BUND
WALL WATERPROOFING

T
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230 x 700 conc. foundation

VOLUME OF TRAP = 1460 litres

duracore applied to
munufacturers specification.

duraflex applied to
munufacturers specification.

Outside of walls face
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brick to match proposed
TSC building.

cove as shown (radius
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600 x 200 conc. foundation

SECTION B

BUNDED TRANSFORMER STORAGE
FACILITY WATERPROOFING
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(refer to civils drawings for actual levels)

SPECIFICATIONS.

RE - INFORCED CONCRETE WORKS AS PER
STRUCTURAL ENGINEERS DRAWINGS AND

REGULATIONS.

NOTE:CONSERVANCY TANK
TO BE CONSTRUCTED AND POSITIONED IN
ACCORDANCE WITH THE RELEVANT MUNICIPAL

NOTE:

REFER TO 'ABE' TECHNICAL DATA SHEET - DURACURE
& TECHNICAL DATA SHEET - DURAFLEX.

NOTE:

ALL MANHOLE COVERS TO BE
PREPARED, CLEANED & PAINTED.

AS BUILT DRAWING

DRAWING REFERENCES
This drawing to be read in conjunction with the following drawings:
D-WC -7722/20 -02:- SITE PLAN & DRAINAGE DETAILS
D-WC -7722/20 -03:- DOUBLE TRUCK PORT, WASHBAY & TRANSFORMER STORAGE UTILITIES YARD - FLOOR PLANS
D-WC -7722/20 -04: - UTILITIES YARD - SECTIONS, ELEVATIONS & DETAILS
D-WC -7722/20 -05:- UTILITIES YARD - DRAINAGE DETAILS
D-WC -7722/20 -06:- CARPORT DETAILS
D-WC -7722/20 -07:- GROUND FLOOR PLAN
D-WC -7722/20 -07:- GROUND FLOOR PLAN
D-WC -7722/20 -08:- MEZZANINE FLOOR PLAN & SECTIONS
D-WC -7722/20 -09:- ROOF PLAN & ELEVATIONS
D-WC -7722/20 -09:- ROOF PLAN & ELEVATIONS
D-WC -7722/20 -10:- SECTIONS, DOOR & WINDOW SCHEDULE
D-WC -7722/20 -11:- FURNITURE LAYOUT
D-WC-7722/20 -12:- CEILING LAYOUT
D-WC -7722/20 -13:- TOILET DETAILS, SECTIONS AND ELEVATIONS
D-WC -7722/20 -14:- SURFACES LAYOUT
D-WC -7722/20 -15:- WINDOW SCHEDULE
D-WC -7722/20 -16:- DOOR SCHEDULE
D-WC -7722/20 -17:- ROOF AND HORIZONTAL SAFETY LINES
D-WC -7722/20 -18:- OVERHANG SOFFIT DETAILS
D-WC -7722/20 -19:- BALUSTRADE DETAILS
D-WC -7722/20 -20:- WATER RETICULATION PLAN
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