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3 x 110mm uPVC PIPES,  500mm DEEP,  STACKED 

IN TRIANGLE SHAPE. TO ENTER 

BOTTOM OF TRENCH.

FLOOR.

UP AT SLOPE THRU' WALL TO 170mm ABOVE

{20 CONDUITS, 100mm FROM TRENCH FLOOR
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B.O.E

115 BEAM FILLING

115mm BEAM FILLING.

1:20

ROOF OVERHANG DETAIL

ALL TRUSSES TO HAVE 90mm OVERHANG.
90

38x38mm S.A.P BATTENS SPACED TO SUIT TILES ON

PREFABRICATED TRUSSES AT 600mm CRS. (MAX.) ON

114x38 WALL PLATE LEVELLED ON 10mm CEMENT GROUT.

CEMENT ROOF TILES ON

100 x 100 DOWNPIPES

CONTINIOUS LENGTH GUTTER AND

150 x 150 x 0,8mm ALUMINIUM PRE-PAINTED

ALUCUSHION

FIXED TO TRUSSES

200 x 80mm F.C BARGE BOARD (UPSIDE DOWN),  

PORCH FLOOR LEVEL
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460

860x860x250

230

460x460

345x345 ON

IN FRONT ONLY

COLUMN TO TAPER 

TERRACOTTA COPING TILE

P.C BALL FASTENED TO BRICK

BETWEEN 150 - 200mm DIA.

1:100

COLUMN DETAIL AT PORCH

CEMENT- BASED COATING

CEMCRETE CEMCOTE WATERPROOFED 

15mm PLASTER WITH 

SEE OVERHANG DETAIL

2
1
2
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600 x 250 600 x 250
100 REINFORCED SLAB ON

SELECTED BACKFILL COMPACTED WELL IN 150mm LAYERS

250 micron GUNPLAS USB GREEN DPM ON

DPC

DPC

T.O.PAVING

FALL AWAY FROM DOOR

PORCH SLAB TO HAVE SLIGHT 

PLAN
1:50

RE
IE

G

115mm BEAM FILLING.

CEMENT TILES ON

38x38mm S.A.P BATTENS SPACED TO SUIT TILES ON

PREFABRICATED TRUSSES AT 600 MAX. CRS. ON

114x38 WALL PLATE LEVELLED ON 10mm CEMENT GROUT.

100 x 100 DOWNPIPES

CONTINIOUS LENGTH GUTTER AND

150 x 150 x 0,8mm ALUMINIUM PRE-PAINTED

STEEL CANOPY TO DETAIL
WALL PLATE

BRICKS TO BE CLAY FACEBRICK CLASS "FBX" TO SABS 227 IN CLASS II MORTAR.  

INTERNAL PLASTERED WALLS TO BE CLAY BRICKS CLASS "NFP" IN CLASS II MORTAR.

FACEBRICK TO BE LIGHT BROWN COROBRIK GOLDEN WHEAT OR BLUE BARLEY.

GENERAL NOTES.

AIRCONDITIONING UNITS AS PER SPECIFICATION.

1.

2.

3.

4.

5.

6.

7.

8.

9.

DEPTH OF FOUNDATIONS TO FOUND ON APPROVED FOUNDING MATERIAL.

SUPPORTED DURING BUILDING OPERATIONS.  

WALL PLATES AND RAFTERS TO BE LASHED DOWN WITH 38x1,6mm THICK GALVANISED

HOOP-IRON TIES BUILT INTO EXTERNAL WALLS TO TEN BRICK COURSES BELOW WALL PLATE.

BRICKWORK TO BE REINFORCED WITH 150mm "BRICKFORCE" REINFORCEMENT TO FIRST FIVE COURSES ABOVE 

GRADE OF ACCURACY 2,  UNLESS OTHERWISE SPECIFIED.

ALL WORK AT LEAST COMPLIES WITH THE "ACCURACY IN BUILDINGS" SANS 10155-1980-1,

ALL WORK TO SANS 10400-1990-2,  SANS1200 & NATIONAL PREAMBLE OF TRADES.

BRICKWORK ABOVE PREFABRICATED CONCRETE LINTEL TO BE SOAKED IN WATER.

CONTRACTOR TO PROVIDE WRITTEN GUARENTEE AND DESIGN ENGINEER'S SERTIFICATE.

SUPPORTED ON WALL PLATES AND BE BEDDED ON CEMENT GROUT BED.

PREFABRICATED ROOF TRUSSES TO BE DESIGNED AND CONSTRUCTED BY AN APPROVED TRUSS-NAIL FABRICATOR,

ALL JOINTS IN BRICKWORK TO BE SOLID POINTED CONCAVE.

FOUNDATIONS AND FIVE COURSES ABOVE WINDOW AND DOOR HEAD HEIGHT AROUND, ALSO EVERY THIRD INTERMEDIATE COURSE.

PREFABRICATED REINFORCED CONCRETE LINTELS OVER DOORS, OPENINGS, WINDOWS, ETC. TO BE ADEQUATELY 

IN BATTERY ROOM.

PROVIDE 610x610mm FRAMED ACCESS TRAP DOOR IN CEILING AS SHOWN ON PLAN 

610 x 610 TRAP DOOR IN 

CEILING, AS SHOWN ON PLAN. 

1 x 9kg. CO2 &  

1 x 9kg. DRY POWDER

FIRE EXTINGUISHERS

TO BE SUPPLIED AND FITTED

BY CONTRACTOR.

ALL FIRE EXTINGUISHERS TO BE INSTALLED WHERE SHOWN

ON 25mm NOMINAL THICKNESS HARDWOOD BACKING BOARDS

WITH CHAMFERED EDGES,  PLUGGED & SCREWED TO WALL.

HOOK HEIGHT TO BE 1m ABOVE FLOOR.
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SECTION A-A
1:50

SECTION B-B
1:50

SAFE ROOM
PLASTER AND PAINT UNDERSIDE OF LINTELS

PACKED TIGHTLY AGAINST EACH OTHER TO COVER ROOM.

PRECAST CONCRETE LINTEL'S
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PRODUCT TO BE APPROVED BY ESKOM

PACKED WITH MIN. JOINT WIDTH'S.

SANDSTONE ROCK WALL CLADDING, TIGHTLY

APPROX. 100 TO 150mm x 15 TO 25mm THICK

SEE SHT. 6

WITH COVER PLATE

300 x 300 TRENCH 

1000 1100

WALL TILES

SHT 3 WIN/DOOR SCHED 

SHT 4 AWNING DETAIL  

SHT 5

SHT 6

COVER PLATES   

GEN ARRGT.     
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FACEBRICK AS SPECIFIED

PROTRUDING 50mm.

85 HIGH PLASTERED CORBEL

TYPICAL CORNER COLUMN

1:20

CEMCRETE CEMCOTE COATING AS SPECIFIED

SEE COLOUR SCHEDULE

SEE COLOUR SCHEDULE

SMOOTH WOODFLOAT PLASTER

TIGHTLY SPANNED & FIXED TO WALL

BONDED TO WALL WITH CHICKENMESH

30mm SCRATCH WOODFLOAT PLASTER

CEMENT BASED COATING

WITH CEMCRETE-CEMCOTE WATERPROOFED

AND SCREWED TO GUTTER

TAKEN UP WALL IN CORNER

MAIN EARTHMAT TO BE

{10 COPPER ROD FROM

SEE CORNER DETAIL

CANOPY
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FACEBRICK

CEMENT- BASED COATING (CORNERS)

CEMCRETE CEMCOTE WATERPROOFED 

CONCRETE ROOF TILES
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CANOPY CANOPY

NATURAL ROCK TILE CLADDING

CEMENT- BASED COATING

CEMCRETE CEMCOTE WATERPROOFED 
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EAST ELEVATION WEST ELEVATION SOUTH ELEVATIONNORTH ELEVATION

FOR STAIR NOSING SPEC.

SEE FINISHES SCHEDULE SHT. 2

IE

IE

RE

IE

S.F.L +0,620

S.F.L +0,620

T.L = 0,000

DATUM

540 TO 640

VARIES 

2
8
9
0

DPC

DPC

DB NAUDE      

16/1/2009 

16/1/2009 

DJCS


